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PRENOSIVI

MINI PRINTERI 
računa, priznanica, karata, ... 

 

 
 

 
 

Mini size,  
Double injection molding and rubber protection around, durable enough for anti‐dropping. Non‐slip design (salient 
points on the rubber of the two sides).  Exclusive power indication light. Supports USB, power adapter or mobile 
power charging. Has standby mode to save power. Provides SDK for IOS and Android. Mini size, double injection 
molding and rubber protection around, durable enough for anti‐dropping.  Non‐slip design (salient points on the 
rubber of the two sides).  Exclusive power indication light.  Supports USB, power adapter or mobile power charging.  
Has standby mode to save power. Provides SDK for IOS and Android. Thermal Portable Printer RPP200 

Easy Lording 
 

Certificates 
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RPP 200  RPP 300 
Printing Way: Thermal sensitive line dot method 

Paper width: 58mm 
Paper feeding method: Easy paper loading  
Resolution: 8 dot/ mm (203dpi) 
Dot/line: 384 dots/line  
Printing Speed: 75mm/s (Max) 
Print Font: 
ASCII Font A: 12×24/ASCII Font B: 9×17/Chinese: 24×24 
Characters per Line: Font A: 32/Font B: 42/Chinese: 16 
MCBF: 5 million Lines  
Print head life span: 50km 
Interface: Blue tooth (BT4.0&BLE) 
Barcode Type: CODE39/EAN‐13/EAN‐
8/CODABAR/CODE93/ITF /QR/PDF417 
Paper Sensor: Support  
Printing Command: ESC/POS 
Battery: 1.1400 mAh rechargeable li‐ion battery , 
2.Continuously working for 3 hours or 100m, 3.3‐5 
hours charging time     
Power Alarm: Exclusive power indicator light turns off and red 
light flashes when the printer runs out of power. Then it must 
get charged or change the battery. 
Power Supply: USB/Power adapter/mobile power charging 
Printer Dimension: 112x79x45mm(LxWxH) 
 

Printing Way:  Thermal sensitive line dot method 

Paper width:  80mm 
Paper feeding method:  Easy paper loading  
Resolution:  8 dot/ mm (203dpi) 
Dot/line:  546dots/line  
Printing Speed:  75mm/s (Max) 
Print Font: 
ASCII Font A: 12×24/ASCII Font B: 9×17/Chinese: 24×24 
Characters per Line:  Font A: 48/Font B: 64/Chinese: 24 
MCBF:  5 million Lines  
Print head life span:  50km 
Interface:  Blue tooth (BT4.0&BLE) 
Barcode Type:  CODE39/EAN‐13/EAN‐
8/CODABAR/CODE93/ITF /QR/PDF417 
Paper Sensor:  Support  
Printing Command:  ESC/POS 
Battery:  1.2000 mAh rechargeable li‐ion battery , 
2.Continuously working for 3 hours or 100m, 3.4‐
6 hours charging time     
Power Alarm:  Exclusive power indicator light turns off and 
red light flashes when the printer runs out of power. Then 
it must get charged or change the battery. 
Power Supply:  USB/Power adapter/mobile power charging 
Printer Dimension:  113x103x45mm(LxWxH) 
 

 
 
 

 
 
 
 


